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Order No.
Motor

CFM

Waterlift
Current
Sound Level
Pump

Pump Waterlift
Pump Current
Tank Capacity
Power Cord

Specifications
Order No.
Pump

Pump Waterlift
Pump Current

P42010SMP Wet
431001

120 Volt, 2 Stage
1.3 HP By-Pass

94

84"

7.5 AMPS

78 dB

60 Hz, 120V

44 GPM @ 40 Ft.

8.0 AMPS

20 Gallon Poly

50 Ft, 12/3 Wire Grounded

SMP-1 Adaptor
307319

120V, 60 Hz

28 GPM @ 23 Ft
8.0 AMPS

SMP-1 Adaptor
and Adaptor tools

Included

Professional products for a cleaner environment.

P42010SMP

Professional Grade Pump Out Vacuum
and SMP-1 Continuous Pump-Out Adaptor

The P42010 Pump Out Vacuum and Sump Pump Adaptor are
specifically made to clean liquid spills and leaks. Perfect for flood
control and swimming pool maintenance, liquids are recovered in
the tank while being continuously pumped out — especially useful
in emergency situations where fast pickup is key.

P42010SMP Features:
Motor Head 1.3 HP motor head

Speed Recovery System
Liquids are recovered in the tank and continuously pumped out.

Vacuum Tank
20 gallon Rotationally molded, high impact plastic poly tank features
built-in pump and includes a barbed connector.

Tool Kit Includes:
15 Ft intake hose, 50 Ft discharge hose, mesh filter bag, 5 Ft metal
wand, 16" squeegee and 12" gulper tool.

Heavy-Duty Head Clamps

Three heavy duty spring steel clamps ensure a positive vacuum seal.

SMP-1 Adaptor Features:

The SMP-1 adaptor is designed to fit the P415 and P420 poly or
#15 and #20 steel wet/dry vacuums or drum adaptors.

It is easy to install, no special tools or equipment are required. All
you need is a tank vacuum or drum adaptor, set up for wet pickup
and a 34" garden hose or 112" hose.

The SMP-1 adaptor includes a conversion adaptor w/swivel hose
connector, 4 Ft vinyl hose, barbed hose connector, support cord w/
handle, mesh filter bag and power cord w/ground fault interrupter.

GlideMobile
Transport System

Optional Tank Vacuum &
Drum Adaptors
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12" Gulper tool




